
REDEFINE TRS™
HANDS-OFF TUBULAR
ROLLING OPERATIONS

The Pipe Roller is designed to remove the hazards of conventional 

pipe rolling methods. With conventional methods of rolling tubulars 

there is the possibility of injuries such as pinched �ngers, hands and 

crushed body parts. This is why the “PT Pipe Roller” was invented.
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FEATURES: Lightweight design allows for repeated use as a hand tool

Tool sizes accommodate wide range of tubulars

Nytril design allows for easy tubular insertation, with no damage to 
connection

Horizontal force applied (forward or back to begin rolling the tubular)

Handle designed to eliminate pinch and crush points

Bearing assembly allows for quick release without recoil
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S CASING SIZES AVAILABLE: 4.5 – 5.5” (114.3 – 139.7 mm) 
                    7 – 9.63” (177.8 – 244.6 mm)

HANDLING WEIGHT: 4.5 – 5.5” – 11 lbs (5 kg)
      7 – 9.63” – 14 lbs (6.4 kg)

**Only available outside of the USA**

CANADA
780.933.0404

UNITED STATES
713.300.5216

PROTORQUETECH.COM

S A L E S @ P R O T O E Q U E T E C H . C O M S A L E S @ P R O T O R Q U E E N E R G Y . C O M


